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	Laboratory of Heat Treatment and Metrology
	​ Document Edition
	​II

	
	​ Calibration Request Form
	​ Issue Date
	07.01.2026

	
	
	​ Effective Date
	​07.01.2026



	Customer details

	1.
	Company name
	Enter text
	2.
	VAT Number (Tax ID)
	Enter text
	3.
	Contact person
	Enter text
	4.
	Phone number
	Enter text
	5.
	Email address
	Enter text
	6.
	Additional information
	Enter text
	7.
	Electronic invoice
	Chose an option
	8.
	Email Address for Invoice Delivery
	Enter text
	9.
	Delivery Address for Invoice
	Enter text




	Basic information about the calibration object/ Instrument Details

	1.
	Category of instrument
	Enter text
	2.
	Quantity
	Enter text
	3.
	Manufacturer
	Enter text
	4.
	Model / Type
	Enter text
	5.
	Serial number
	Enter text

	6.
	Number of calibration points
	Chose an option
	7.
	Calibration points in °C
	Select the fixed calibration points from the drop‑down list or enter your custom temperature points using "/" delimiter
	8.
	Measuring Temperature range
	Enter text
	9.
	Declared Probe Cable Operating Temperature Range
 (if applicable)
	Enter text

	10.
	Statement of Conformity / Decision Rule
	Chose an option
	Enter text




	Notes – required fields

	1.
	I have read and accept the Personal Data Protection and the website's Privacy Policy and I wish to contact Łukasiewicz – Poznań Institute of Technology.
	☐
	2.
	I have read and understood the requirements for securing equipment during transport: the recommended packaging is the manufacturer's original packaging or a cardboard box with protective material.
	☐
	3.
	I have read the price list available on the website:  Calibration of electric thermometers - Łukasiewicz Research Network - Poznań Institute of Technology.
	☐
	4.
	I have read and understood the operating temperature ranges of the cables: standard PVC cable: −30°C do +80°C, silicone cable: −50 °C do+200 °C, Teflon cable: −100 °C do +200 °C, fiberglass cable: −100 °C do +400 °C. The operating temperature range of a standard PVC cable is: for fixed installations: –30 °C to +80 °C, and for flexible connections: –5 °C to +70 °C.
	☐
	5.
	The sensor cable length of all devices: measured from the device housing, is longer than 50 cm.
	Choose an option
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